
 

Aligned with European market standards, LXBD is commit-

ted to developing environmentally friendly emulsions that 

meet the growing demands for sustainable coatings. 

FAMACRIL P 146 is a high-performance styrene-acrylic 

emulsion designed for both interior and exterior paint 

formulations. It enables the production of coatings that 

adhere to ecological criteria, offering excellent durability, 

adhesion, and weather resistance while minimizing 

environmental impact.

•  Low residual monomer content for enhanced environmental safety.

•  APEO-free emulsifiers for eco-friendly formulations.

•  Excellent mechanical stability, ensuring processing reliability.

•  Strong binding capacity for medium and high PVC formulations.

•  COATINGS FOR FACADES.

• INDOOR AND OUTDOOR DECORATIVE PAINTS. 

• PIGMENTED COATINGS FOR FLOORING. 

• CONCRETE PROTECT COATINGS.

CHARACTERISTICS

Total Solids Content (%): 

Brookfield Viscosity RVT 23ºC  

(4/20 rpm, mPa•s):

pH:
 

Minium film forming
temperature (ºC): 

Ionic charge:

Specific weight at 20ºC (Kg/dm3):  

50 ± 1 %

1.000 - 4.000

7,0 - 8,0

19 ± 1

Anionic

1,06

•  Excellent storage stability for long-term performance.

•  Strong UV resistance to prevent degradation.

•  Superior wet and dry scrub resistance for enhanced durability.

•  High weatherability in deep-tone coatings.

•  Reliable adhesion to porous surfaces for optimal substrate bonding.

•  Exceptional stability against calcium ions, ensuring formulation integrity.

•  High abrasion resistance for extended coating lifespan.

FAMACRIL P 146 is a solvent-free emulsion, free of plasticizers, alkylphenol surfactants, formaldehyde, 

and ammonia, with only trace amounts of residual free monomer. Its formulation complies with Directive 

2004/42/EC, which regulates VOC emissions in paints and varnishes, ensuring environmentally responsible 

performance.

MAIN PROPERTIES

APPLICATIONS

DECOR AT I V E  COAT I N GS

FAMACRIL P 146

www.lxbd.de

ADVANTAGES
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•  Superior aging resistance for long-lasting performance.

•  Good UV resistance, preventing degradation over time.

•  Exceptional deep-tone color development for 

high-quality finishes.

•  High versatility, suitable for various applications.

ISO 11998
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COMPETITOR AFAMACRIL P 146 COMPETITOR B
7 DAYS

MATT OUTDOOR PAINT  (CPV: 79%) 
28 DAYS

WET RUB RESISTANCE

TEXANOL
MATT INTERIOR PAINT ( CPV 75%)

ARCOSOLV TPnB
Thickeners HEUR

RHEOLATE 288     TAFIGEL PUR40     COATEX BR-100     COAPUR 830W
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